.

TABLE 3, - Finished Neutral Oils

Distillate used in
preparation of _
finished oil Light neutral Heevy neutral
Finished oil o : : .
Sp. gravity at 60  F... 0.856-0.901 0.,913-0.918
APT gravityeeeegeseensl” 25,5-26.5 - 22.6-23.5
Vis. at 50° C. “Engler About 3.5-4.0 5.5-9.0
Vis. at 100° F, SSU.., " 200 | About 600
Pole heighteseseennaeal O 2.15 Po2Lhe2.5
Pour point “F......... Zero to 5° F. -1 to -5° F.
Neubt. HOu vevoesnscnne 0.16 P 0.07
Sap. WOuw seevecesesess 0.22 % 0.17
Water %;.............. 0 o 0}
Flash point, 9F. .ee.e 374 R
"TABLE L,
Distillate used in
preparation of . .iHeavy neutral . Heavy neutral
~ finished oil " imotor lube oil laviation lube oil
Finished oil ‘ ) -
Sp. gravity at 60° F. . :0.891-0.901 0.881~0.886
APT gravityeeessesncess 125.5-27.3 28.2-29,1
Vis. at 50° C. Engler. 6~7 5.5=6.0
Vis. at 100° F. SSU.... |About 440 - About 350
Pole Neighteeesisseesss ADOUL 2,25 _ 1.95-2.0
POUL DOINTevesaconsesss |Zero to =59 F, | Zero to -5° F.
TeUts NOu veivessoncess 10.01-0.02 - | 0.01-0.02
Sap NOu wevevsneesesnss | C.05 B 0.05
Water %oc-.ouo.coatt‘o' :O o !O A
Flash pointt, OF. ...s.. 1428-437 D Lh6

TABLE 5, - Bright Stock from Vacuum Residue

I Automotive i Aviation
- bright stock |  bright stock
Sp.. gravity at 60° Fu ... 0.901-0.906 | About 0.891-0.896
APT Eravityeceeseesocoees 2H.T-25.5 E 26.4-27.3
Vis. at 50° C. “Engler... 28-35 |- 21-26
Vis. at 210° F, 88U...e.. About 125  'lAbout 120
Pole helghleiesesnnscscsas 2.29=2.3 i1.95-1,99
CFlash point, OF. ceeie.es 554572 | 536-554
Pour point, “F. sesesesesd Zerc to -2.2 | Zero
Conradson carbon residue. -~ o mm. 0,304
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